MIAMI-DADE MIAMI-DADE COUNTY
COUNTY PRODUCT CONTROL SECTION

DEPARTMENT OF PERMITTING, ENVIRONMENT, AND REGULATORY 11805 SW 26 Street, Room 208
AFFAIRS (PERA) Miami, Florida 33175-2474
BOARD AND CODE ADMINISTRATION DIVISION T (786)315-2590  F (786) 315-2599
NOTICE OF ACCEPTANCE (NO A) www.miamidade.govipera/
Clopay Building Products Company

8585 Duke Boulevard

Mason, OH 45040

SCOPE:

This NOA is being issued under the applicable rules and regulations governing the use of construction materials. The
documentation submitted has been reviewed and accepted by Miami-Dade County PERA -Product Control Section to
be used in Miami Dade County and other areas where allowed by the Authority Having Jurisdiction (AHI).
This NOA shall not be valid after the expiration date stated below. The Miami-Dade County Product Control Section (In
Miami Dade County) and/or the AHJ (in areas other than Miami Dade County) reserve the right to have this product or
material tested for quality assurance purposes. If this product or material fails to perform in the accepted manner, the
manufacturer will incur the expense of such testing and the AHJ may immediately revoke, modify, or suspend the use of
such product or material within their jurisdiction. PERA reserves the right to revoke this acceptance, if it is determined
by Miami-Dade County Product Control Section that this product or material fails to meet the requitements of the
applicable building code.
This product is approved as described herein, and has been designed to comply with the Florida Building Code,
" including the High Velocity Hurricane Zone.
DESCRIPTION: 1-3/4" PUR Insulated Steel Sectional Garage Door up to 12'-2" Wide w/ Opt.
Impact Resistant Lites
APPROVAL DOCUMENT: Drawing No. 104245, titled “Commercial Urethane Insulated Garage Door”,
sheet 1 of 1, dated 04/03/2009, with revision 02 dated 11/2011, prepared by Clopay Building Products
Company, signed and sealed by Scott Hamilton, P.E., bearing the Miami-Dade County Product Control
approval stamp with the Notice of Acceptance number and approvat date by the Miami-Dade County Product
Control Section.
MISSILE IMPACT RATING: Large and Small Missile Impact Resistant
LABELING: A permanent label with the manufacturer’s name or logo, manufacturing address, model
number, the positive and negative design pressure rating, indicate impact rated if applicable, installation
instruction drawing reference number, approval number (NOA), the applicable test standards, and the
statement reading ‘Miami-Dade County Product Control Approved’ is to be located on the door’s side track,
bottom angle, or inner surface of a panel.
RENEWAL of this NOA shall be considered after a renewal application has been filed and there has been no change
in the applicable building code negatively affecting the performance of this product.
TERMINATION of this NOA will occur after the expiration date or if there has been a revision or change in the
materials, use, and/or manufacture of the product or process. Misuse of this NOA as an endorsement of any product, for
sales, advertising or any other purposes shall automatically terminate this NOA. Failure to comply with any section of
-this NOA shall be cause for termination and removal of NOA.
ADVERTISEMENT: The NOA number preceded by the words Miami-Dade County, Florida, and followed by the
expiration date may be displayed in advertising literature. If any portion of the NOA is displayed, then it shall be done
in its entirety.
INSPECTION: A copy of this entire NOA shall be provided to the user by the manufacturer or its distributors and
shall be available for inspection at the job site at the request of the Building Official.
This NOA consists of this page 1 and evidence pages E-1 and E-2, as well as approval document mentioned
above.
The submitted documentation was reviewed by Carlos M. Utrera, P.E.
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Clopay Building Products Company

NOTICE OF ACCEPTANCE: EVIDENCE SUBMITTED

A. DRAWINGS _
1. Drawing No. 104245, titled “Commercial Urethane Insulated Garage Door”, sheet 1 of
1, dated 04/03/2009, with revision 02 dated 11/2011, prepared by Clopay Building
Products Company, signed and sealed by Scott Hamilton, P.E.

'B. TESTS _ '
1. Test reports on 1) Uniform Static Air Pressure Test, Loading per FBC TAS 202-94
2) Large Missile Impact Test per FBC, TAS 201-94
3) Cyclic Wind Pressure Loading per FBC, TAS 203-94
4) Forced Entry Test, per FBC 2411 3.2.1, TAS 202-94
5) Tensile Test per ASTM E8 _
Along with marked-up drawings and installation diagram of Clopay 12°-2"x 8, 27 ga.
steel garage door Model 3717 with windows, prepared by American Test Lab, Inc.,
Test Report No. ATLNC 0512.01-09, dated 06/22/2009, signed and sealed by David
W. Johnson, P.E.

2. Test report on Salt Spray Test per ASTM B117 on G90 and G40 painted samples,
prepared by Twin City Testing Corporation, Report No. 30160-04-63365, dated
01/26/2003, signed and sealed by John D. Lee, P.E. “Submitted under NOA # 05-
1212.01”

C. CALCULATIONS
1. Anchoring calculations, prepared by Clopay Building Products Company, dated
08/15/2011, signed and sealed by Scott Hamilton, P.E.

D. QUALITY ASSURANCE
1. Miami-Dade Department of Permitting, Environment, and Regulatory Affairs (PERA)

| iﬂ//ﬂﬁ’/ 2012

Carlos M. Utrera, P.E.

Product Control Examiner

NOA No 11-0822.09

"Expiration Date: January 12, 2017
Approval Date: January 12, 2012



Clopay Building Products Company

NOTICE OF ACCEPTANCE: EVIDENCE SUBMITTED

E. MATERIAL CERTIFICATIONS
1. Test report on Accelerated Weathering Using Xenon Arc Light Apparatus per ASTM
- G155 of Lexan SLX2432T Clear Polycarbonate, prepared by Hurricane Engineering
& Testing, Inc., Test Report No. HETI-06-A002, dated 12/04/2006, signed by Rafael
E. Droz-Seda, P.E.

2. Test reports on Tensile Test per ASTM D638 of unexposed and exposed clear
polycarbonate, Test Reports No. HETI-06-T566 dated 07/14/06 and HETI-06-T634
dated 11/08/2006 respectively, both signed by Rafael E. Droz-Seda, P.E.

3. Test report on Self-Ignition Temperature per ASTM D1929, Rate of Burn per ASTM
D635, and Smoke Density per ASTM D2843 of the Lexan Plastic, prepared by ETC
Laboratories, Test Report No. ETC-06-1024-17496.0, dated 05/26/2006, signed by

Joseph L. Doldan, P.E.

4. Test report on Surface Burning Characteristics of Building Materials per ASTM E84
and Standard Test Method for Determining Ignition Properties of Plastics per ASTM
D1929 of foamed plastic # 3288-17C2, prepared by Underwriters Laboratories, Inc,
Test Report No. R8410/07CA19626, dated 05/30/2007, signed by James F. Smith.

F.  STATEMENTS |
1. Statement letter of code conformance with 2007 and 2010 FBC, issued by Clopay
Building Products Company, dated 08/15/2011, signed and sealed by Scott Hamilton,
P.E.
2. Statement letter of no financial interest issued by Clopay Building Products Company,
dated 08/15/2011, signed and sealed by Scott Hamilton, P.E.

.
A Jy fos 2012

Carlos M. Utrera, P.E.

Product Control Examiner. .

NOA No 11-0822.09
Expiration Date: January 12, 2017
Approval Date: January 12, 2012



CLOPAY / IDEAL s HOLMES

3717 / CIX\7 7 -- / 27GA 1. 73" THICK MINGR RIB DOOR
3718 / C7X18 /v -- / 276A 1. 75" THICK FLUSH DOOR
3720 / C7X20 7 240U / 27GA 2° THICK RIBBED MODELS
3722 / COxee 7 -- / 20GA 2" THICK FLUSH MODELS

SOUTHERN YELLOW
PINE JAMB {2° X
6* OR LARGER) BY
OTHERS,

F

$/16" % 1-5/8" LAG SCREW

§

DISTANCE AS THE TRACK
BRACKETS, SEE TABLE BELOW
FOR OTHER JAMB
CONFIGURATIONS.

HORIZONTAL TRACK END HANGER BRACKET

1" DOOR OVERLAP (EACH SIDE) =]

JAMB CONFIGURATION

I_

/ 16 GA. GALV. STEEL DOUBLE END STILE

OR WOOD JAMBS: (1}
PACED AT THE SAME

7/167 PUSHNUT
INSTALLED ON ROLLER
SHAFT FOR UNRESTRICTED
OPERATION.

14 GA. GALV. STEEL ¢END) HINGE ¢SEE VIEW "A".

2" LONG STEM ROLLERS WITH STEEL OR NYLON TIRE.
OPTIONAL 3* ROLLERS WITH 3* TRACK AVAILABLE

14 GA. GALV. STEEL INTERMEDIATE
HINGE (SEE VIEW “B").

SECTION A—A (SIDE VIEW)

SUPPLED BY DOOR INSTALLER

CENTER HANG

REQUIRED ON DOORS
OVER &' HIGH

|

5

5\

I -~ !

NN

OPENING
HEIGHT

ﬁ

14" MAXIMUM SPACING
—- FROM LAST MOUNTING
SLOT TO TRACK JUNCTION

GALVANIZED STEEL TRACK
SECTIONS WVERTICAL - 0.083" MIN.

VERTICAL TRACK CAN BE EITHER
BRACKET MOUNT, CONTINUQUS
ANGLE OR REVERSE ANGLE
TRACK. ALL TRACK BRACKETS
AND TRACK CLIPS ARE 12 GA.
- : GALV. STEEL. BRACKETS AND

12 TYP
CTR-
1 ’

I

(caL CLIPS ARE ATTACHED TO TRACK
SR WITH TWO 1/4" RIVETS OR ONE
1/4" BOLT AND NUT.

HIT—TTT

'—-3 172

AVAILABLE IN 3" TAPERED ANGLE TRACK <0.101* TRACK AND

0.101" X 3-1/4" X 2-3/4" ANGLE). TRACK BOLT AND LAG SCREW

SPACING 3-1/2°,

2x6 JAMB (OR LARGER) TO SUPPORTING STRUCTURE ATTACHMENT

10" AND EVERY 12" AS NOTED ABOVE.

#14x5/8" SHEET METAL SCREWS

VIEW *A* — 2-3/4"
14 ND HIN
ATTACH ON EACH HINGE AS SHOWN:
(4) F14x5/8" LG, SHT. MTL. SCREWS AND
(2) 1/4°x3/4" SELF-TAPPING SCREWS.

=1 /4"%3/4" SELF
TAPPING SCREWS.

2-3/4"

4

¥

M GALV STEEL TRACK SECTIONS - HORIZONTAL - 14 GA.
L/

MIN. TRACK CONFIGURATION ABOVE THE DOOR OPENING
DOES NOT AFFECT WINDLOAD RATING.

SECTION B-B
o7 +PETAL D
war NUMBER OF _qrx
DOOR HEIGHT ‘A SECTIONS —
0" E
e TR - DAL 0[O
g -3; THRU 12 -0 ¢ oo, SEcemae Sty cecon
14 ~3* THRU 16" -0" a ] B
16' -3 THRU 18' -0 9
MAX. SECTION HEIGHT = 24* D.IBB—] o

OPTIORAL: ONE ROW OF IMPACY~RESISTANT
GLAZING, GLAZING SIZE IS 18-1/2" » 11,
GLAZING IS INJECTION MOLDED GE LEXAN
SLK2432T, AN APPROVED CC2 PLASTIC IN
ACCORDANCE WITH (BC/FBC 2606.

SEE SECTION B-B8 FOR -ASSEMBLY DETAILS

(1) 20 GA. GALV. STEEL BACKER PLATE AT
EACH INTERMEOIATE HINGE LOCATION.

BACKER PLATE ATTACHED WITH BOUBLE SIDED
ACRYLIC ADHESIVE TO BACK OF DOOR. I

SECTIONS ARE 1.75" THICK (MIN.) PANELS.

EXTERIOR 27 GA, (0.016") MIN, GALV, STFEL, MIN, YIELD STRENGTH: 32 KSI.
INTERIGR 27 GA. (0.016") MIN. GALV. STEEL, MIN, YIELD STRENGTH: 32 K5I,

THE STUCCO EMBOSSED STEEL TEXTURE IS PREPAINTED WITH A BAKED
POLYESTER PAINT, QPTIONAL MINOR RIBS ARE PLACED EVERY 4 INCHES
ALONG THE WIDTH OF THE EXTERIOR PANELS.

URETHANE FDAM CORE INSULATION DENSITY 2.4 PCF,

IMPACT RES{STANT
ONE-PIECE INJECTION
HMOLDED CE LENAN
SLX2432T FRONY
FRAME & GLAZING.

GE SSCA000AC STRUCTURAL
SILICONE SEALANT.

POLYSTYRENE RETAINER
FASTENED TO FRAME WITH
$10) 8 x 3/4" PAN HEAD
MACHINE SCREWS,

INTERM

FASTENER NQTE: FOR DOORS WITH BRACKET MOUNT TRACK, TRACK MUST BE MOUNTED TO WOOD J
JAMBS. FOR DOORS WITH CONTINUOUS ANGLE MOUNT TRACK, TRACK MAY BE MOUNTED TO

—

16 GA. DOUBLE END STILE
A 16 GA DOUBLE ENO STRE e
. [ |
3' 20 GAGE U-BARS. SEE SCCTION A-A FOR
| 2 f—IJ_I . 7 1 HOUNTING TETAILS AND SPECIFICATIONS.
FI ) 1
— #1 7 i
. [ ' ] ~ l/ = A . N S
@ + N T I 1 - - T o S
L © B viEw 8"
‘5 E' I view "¢t}
or by h C-CHANNEL. SEC SECTION A-A FOR
I S NOUNTING DETAILS AND SPECIFICATIONS.
g M
7-1/2" g . / LOCK POSITION (BOTH SIDES). TWO
Ll POINT LOCKING REGQUIRED.
H ; ’
— M y (2) LHR TOP BRACKETS USED
VIEW “B* [ AS INNER BOTIOM BRACKET.
JATE HIN
ATTACH ON EACH HINGE AS SHOWN:
{4) 1/4"45/B"SHEET METAL SCREWS. i | I
|
l—— MAX DOOR WIDTH = 12'-2" !
T
INSIDE _ELEVATIONS END %’&f Ear?t':'mcs
STLE INTO VERTICAL
TRACK, ONE
LOCK ON
EACH SIDE
OF DOCR.

WOOD JAMB OR DIRECTLY TO WALL USING THE FASTENERS PRESCRIBED IN THE TABLE BELOW. J

[~—1.75"

] ML KCERIFTION

oy 42008 PRE~RELEASE VERSION,

i 7/201 REVISED JAMB DETAILS,

02 /201t REVISED PER M-D COMMENTS,
THICK Approved as eomplying with tho

12 GA. GALV. STEEL TOP ROLLER BRACKET, EACH BRACKET
ATTACHED W/(5) §#14x5/8 SHEET METAL SCREWS.
ADJUSTABLE SLIDE ATTACHED TO TOP BRACKET WITH (2}
1/4"x1/2" BOLTS AND NUTS PER BRACKET,

1=1/4" WIDE x 16 GA, GALY. STRAP. (1) PER INIERM,
HINGE LOCATION AND (2) PER DOUBLE END STRE. (SEE
INSIDE ELEVATION). EACH SIRAP ATTACHED WITH (3)
1/4"3/4 SELF TAPPING SCREWS (TWO SCREWS TO DOOR,
ONE SCREW TQ C=CHANNEL).

TONGUE AND GROOVE JOINTS,

14 GA. GALV. ROLLER HINGE. EAGH HINGE FASTENED
TO END STILES W/(4) J14x5/8" SHEET METAL AND
(2) 1/4%3/4” SEUF TAPPING SCREWS. (SEE VIEW "8")

ONE 4" TALL, 16 GA, C-CHANNEL PER DOOR SECTION. EACH
ATIACHED WITH {1) 1/4"x3/4" SELF TAPPING SCREW PER
END STILE AND BACKER PLATE LOCAYION (SEE VIEW "D").

Vlsﬂ '
4" TALL 50 KS! C CHANNEL

16 GA. GALV.
.
JJZ—I/Z'
—~l—ss8" (1vp))

27 GA (O16” MIN) INTERIOR STEEL SKIN WiTH G-40 MM,
QALV., BAKED=-ON POLYESTER PAINTED TOP COAT APPLIED
l'(s) BOTH SIDES OF STEEL SHIN, MIN, YELD STRENGIH = 32

2 GA. GALV, STEEL BOTTOM BRACKET,
ATTACHED WITH (4) F14x5/8" SHEET METAL SCREWS.

ALUMINUM EXTRUSION & VINYL WEATHERSTRIP.

gAXMUME;t a‘LESELERS o
N CENT H
f
(ZBBQIIE]DI:EOCT;P%HOLLOW OR FASTENER TVPE SRAORS BEQUIFFD? ; ) { 'a)‘ COT ILY] Pg'/a" ﬁSIGN LOADS: +52.0 P.S.F. & -58.0 P.SF.
GROVTED 1/47 x 4™ (1" EMBED) ITW TAPCON CONCRETE ANCHOR (2 MIN. EDGE DISTANCE) s-172" {1" o0, CL FLOR@W 163256
.
2,000 PSI MIN, CONCRETE [1/4™ x 4" {1—1/2" EMBED) ITW_TAPCON CONCREIE ANCHOR (2= 172" MIN, EOGE DISTANCE 13~174" 11" G.D. SCALES CLOPAY VINDLOAD RATIRG | HAK DOOR $IZE:
2,000 PST MIN, CONCRETE [ 378" 3 4 {1-3/4" mazo} WEJ-IT ANKR-TITE_CONCRETE ANCHOR (217" MiN. EDGE_DISTANGE] 78" [INCLUDED [ CLOPAY BUILDING PRODUCTS COMPANY N/A - i 122" x 180"
14,000 PSI MfN. CONCRETE  |3/B" x 4" (1-3/4" EMBED) WEJ~IT ANKR—TITE CONCRETE ANCHOR (2—1 MIN, EOGE DISTANCE) 24" INCLUDE! 8585 DUKE BLVD. ‘ DATE: x 180H
WOOD FRAME /2w 4 t1=5/8" ’Eu"ajgg_‘so Iht SCREw (AT AT ChoTe B Ly A DISTANCEY T7-17a"]1" 0.0. L] ?‘ASO)N OH 45040 04/03/09 ‘ D‘%{‘,"’LE’,&M URETHANE INSULATED GARAGE DOOR
513) 770—4800 IRAU‘N BY: |
* -~ FIRST ANCHOR/SCREW STARTING FROM BOTTOM AT NQ MORE THAN HALF OF MAXIMUM ON CENTER DISTAN lding. ‘ #5207/ N_LOAD
FIEST SHORERTRER AT ARING, ERON BOIIOM AT NO MORE TaN oLt OF WAXIMUM ON CENTER DISTANCE. Building Products T SH Ty |DRAVING HuHBER: ViR
Company Clopey A Righin R [ B 104245 MD




